
SAS-EB-KT

 

 

 

200 lb. WLL
EYEBOLT SUSPENSION KIT

SPECIFICATIONS:
Materials: Structural Steel Alloy

Finish: Black Zinc

Color: Black / Silver

Working Load Limit: 200 lbs/45 kg

Design Factor: 7:1 

Adaptive Technologies Group
1635 E. Burnett Street | Signal Hill, CA 90755 USA
Ph: 562.424.1100  |  Fax: 562.424.3520
www.adapttechgroup.com

ALWAYS INSTALL SAFETY CABLES

WARNING: Mounting and/or suspension of audio and video equipment requires 
experienced professionals. Improperly installed loudspeakers can result in property 
damage, personal injury and/or liability to the installing contractor.

OVERHEAD HARDWARE

STANDARD FEATURES:

 Provides load rated hang point for drigging beams 

 

 

The SAS-EB-KT eyebolt suspension kit is used 
to create a hang point for Adaptive Rigging 
Beams such as the Gridlink system and Two 
Way Arrays.  

PACKAGE CONTENTS:

1 pc.  Eyebolt

2 pc.  Flat Washer

1 pc.  Nyloc Nut

OPTIONAL ACCESSORIES:

 See Tilt Cable Kit Datasheet

 Gridlink

 Two Way Arrays

The SAS-EB-KT eyebolt suspension kit is used 
to create a hang point for Adaptive Rigging 
Beams such as the Gridlink system and Two 
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